
Areas of application
ROFLEX is a series of sealing grommets ideally suited for quick and permanent airtight sealing of penetrations of pipes. They are made of strong and flexible
EPDM and can be used inside to seal penetrations through the airtightness layer as well as outside for penetrations in the roof and wall underlays. Pipes can
be pulled and pushed without damaging the airtightness layer.

Supply forms

Art. no. For ⌀ pipe Variant Length Width Contents Weight GTIN

13605 15 - 30 mm Self-adhesive 145 mm 145 mm 5 pieces 0.2 kg 4026639136053

13606 15 - 30 mm Self-adhesive 145 mm 145 mm 30 pieces 0.5 kg 4026639136060

15912 15 - 30 mm Self-adhesive 145 mm 145 mm 100 pieces 1.2 kg 4026639159120

12936 15 - 30 mm Up to 9 pipes, incl. tape 200 mm 200 mm 2 pieces 0.3 kg 4026639129369

16704 30 - 50 mm Incl. tape 140 mm 140 mm 2 pieces 0.16 kg 4026639167040

16695 30 - 50 mm 140 mm 140 mm 20 pieces 0.9 kg 4026639166951

1AR00149 30 - 50 mm 140 mm 140 mm 100 pieces 10 kg 4026639200143

13608 50 - 90 mm Incl. tape 140 mm 140 mm 2 pieces 0.1 kg 4026639136084

13609 50 - 90 mm 140 mm 140 mm 20 pieces 0.9 kg 4026639136091

11362 50 - 90 mm 200 mm 200 mm 100 pieces 10 kg 4026639113627

13610 100 - 120 mm Incl. tape 200 mm 200 mm 2 pieces 0.25 kg 4026639136107

13613 100 - 120 mm 200 mm 200 mm 20 pieces 1.1 kg 4026639136138

11083 100 - 120 mm 200 mm 200 mm 100 pieces 4.5 kg 4026639110831

13614 120 - 170 mm Incl. tape 250 mm 250 mm 2 pieces 0.28 kg 4026639136145

1AR02201 120 - 170 mm 250 mm 250 mm 10 pieces 0.85 kg 4026639222015

13615 170 - 220 mm incl. tape 300 mm 300 mm 2 pieces 0.1 kg 4026639136152

1AR02202 170 - 220 mm 300 mm 300 mm 10 pieces 1 kg 4026639222022

13617 220 - 270 mm Incl. tape 450 mm 450 mm 2 pieces 0.7 kg 4026639136176

13618 270 - 320 mm Incl. tape 500 mm 500 mm 2 pieces 0.8 kg 4026639136183

Advantages

Sealing Grommets for Pipes

Technical data

Material

Main component Ø 15–30 mm: TESCON EXTORA with EPDM

Main component Ø ≥ 30 mm: EPDM

Property Regulation Value

Colour Black

Pipe diameter Ø 30 mm - 320 mm

Application temperature Above -10 °C

Temperature resistance EPDM Permanent -40 °C to +150 °C

Storage Cool and dry

Passive House Certification Passivhaus Institut phA (Ø 15-30, 50-90, 100-120, 170-220 mm)

Revision Date 08/04/2026

Airtight & watertight for the life of the building✔
Ideal for sealing pipe penetrations✔
High-quality EPDM, extremely flexible and elastic✔
Excellent UV exposure – up to 180 days✔
Long-term durability✔
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and current knowledge and was correct at the time of publication. Pro
Clima reserves the right to change technical details as developments occur
and improvements are made to our products.

Pro Clima recommends reviewing the latest technical data on the
www.proclima.co.nz website to ensure the most current document version.

PRO CLIMA NEW ZEALAND
Upper North Island: 09 892 9900
Lower North Island: 04 589 8460
South Island: 03 327 4925
Technical: support@proclima.co.nz
General: welcome@proclima.co.nz
0800 PRO CLIMA (776 254) 
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